
SHOOLIN 2K ® 

SHOOLIN 2K is an excellent waterproofing membrane.

Excellent adhesion to substrate.Bonds to both porous a-nd non porous

surface.

Allows water vapour from the interiors of the substrate to come out i.e.

breathable.

It is non- toxic. Suitable for drinking water use.

It is chloride free hence does not affect RCC.

It gives a dry film thickness of 1mm thick which provides excellent anti

carbonation property.

It is resistant to atmospheric carbon dioxide and chloride ion diffusion.

ADVANTAGES

It has got water pressure resistance upto 70meters. (7 bars) water column as

per DIN 1048.

DESCRIPTION 
SHOOLIN 2K is a two component modified acrylic polymer based 

cementitious waterproof coating system, which on mixing and hardening provides 

an excellent

water resistant barrier it offers excellent resistance to both positive and negative

water pressures.



SHOOLIN 2K ® 

3. APPLICATION
Apply using a short, stiff bristle brush or roller. It can be applied by trowel also.

Care should be taken to see that

more than 2.0 kg/m(1mm thickness)thick layers are avoided, as higher thickness 

tends to provoke cracks in the system. Embed fiberglass mesh for better 

reinforcement on first coat immediately while the coat is wet. The second coat 

can be applied after12 hours or after the previous coating has dried.

Application of SHOOLIN 2K has to be followed by a plaster or 

screed application especially when it is exposed to open traffic on roofs.



® SHOOLIN 2K

SHOOLIN 2K systems should be removed from the tools at 

the earliest before it hardens, by cleaning with water.


