Technical Data Sheet .
SHOOLIN EIG SHOOLIN

High Strength Low viscous
Epoxy Injection Grout

DESCRIPTION METHOD OF APPLICATION

SHOOLINEIG is two-part, solvent-free, SHOOLIN EIGcan be applied using either injection
Low viscosity epoxy resin system is mixed in packers fixed into holes drilled directly into the
the proportions supplied to form a strong crack or drilled diagonally from concreteadjacent to
permanent bond and seal in  cracks in the crack or by the fixing of injection nipples
concrete and masonry. This product is bonded to the surface using fast setting mortar.
designed to be injected into cracks using
suitable resin injection equipment. SURFACE PREPARATION
Concrete surfaces to be treated must be clean and
free of laitance, dirt, film, paint, coating or other
foreign matter.
e Low viscosity allows penetration into the finest FIXING OF NOZELS/INJECTION PACKERS
cracks e Drill holes into the crack of diameter higher than
the grouting nipples up to a depth of at least
e Formulated for hot climates 1/3rd of structural member.

e Insert injection packers / nozzles in to the drill
holes at the intervals along the length of etch

Excellent bond to concrete, brick and masonry crack.

e The distance between each nipple will depend
on width & depth of crack. Spacing should be

Resistant to wide range of chemicals close enough to ensure that the resin penetrates
along the cracks till the next point of injection.

e The surface of the cracks in between the nipples
should be sealed with Repair mortars about 30-

Suitable for structural repairs

Minimum creep under sustained load

Non-shrink, adheres with no loss of bond

40 mm wide & 2-3 mm thick band. In case the
crack is through & through of a wall or slab,
SHOOLIN EIG is designed to seal and bond cracks in cracks at both the sides must be sealed in
concrete and masonry. Crack widths of between similar fashion.
0.1 mm and 9 mm can be treated. e First fix the nozzles in the front portion crack,
then fix the nozzles at midway points of the front
nozzles. This ensures complete filling of grout
into crack & surrounding areas.
Compressive Strength | 70.00/90.00 (20/30 °C) e The repaired wogk shall be allowed to cure foroat
BS 6319 (N/MM?) least 8 hrs at 35°C, at low temperature of 5-12°C
curing time is extended and the applicator must
Tensile Strength 26.00 @35 °C ensure that the surface sealant has adequately
BS 6319 (N/MM?) cured prior to continuing the work.
Flexural Strength 63.00 e One end of the injection hose shall be attached
BS 6319 (N/MM?) to the lowest nipple on vertical cracks or to either
Young modulus in 16 GPa end of the horizontal cracks. Alternative methods
compression of resin injection are currently in use, they
Pot Life @ 20/30 °C 90/40 minutes include the system where injection nipples are
Specific gravity 1.04 bonded to the substrate.
Mixed Viscosity 1,0 poise @ 35 °C
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MIXING
Thoroughly mix the entire hardener and base
resin contents until the liquids become clear.

INJECTION

e SHOOLIN EIG epoxy injection grout should be used
with standard injection equipment having closed
containers. The injection pressure should be at
least 0.2 n/mm2 (2 bar).

¢ Only mix sufficient resin that can be used within
the pot life of the materials.

e After completion of the injection work, the
injection system shall be allowed to cure for 24
hours and shall be left undisturbed for this time

LIMITATIONS

¢ Use the material within the pot life expiry period.

¢ Mix entire pack quantity.

¢ Do not dilute the material with solvents to reduce
the viscosity.

e Ensure that nozzles are fixed properly without
any air leakage.
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SHOOLIN

SAFETY

SHOOLINEIG is safe, and eco-friendly and presents no
health hazard. As with all chemicals, caution should
always be exercised. Protective clothing such as
gloves and goggles

INHALATION: Inhalation of vapor or mist should be
avoided. Symptoms include coughing, wheezing,
Laryngitis and shortness of breath, headache,
nausea, and vomiting. Immediately shift victim to
fresh air, and, if needed immediately start artificial
respiration. Give oxygen if breathing is labored. Get
emergency help.

EYE CONTACT: Flush eyes with water for 15
minutes and call for medical help.

INGESTION: causes nausea, vomiting, and loss of
consciousness. If accidentally swallowed do not
induce.

SKIN CONTACT: Flush with water or soap and water
until all traces have been removed. Seek medical
attention if required.

STORAGE

Minimum 12 months in unopened conditions. Store
away from sunlight and preferably below 30°C.

PACKING

SHOOLIN EIG is packaged in1.5KG,15KG
Predefinedpacks.



