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SHOOLIN NO. 3

APPLICATION: 

SHOOLIN NO. 3 is diluted with water as recommended in the technical information. Before  adding the 
diluted SHOOLIN NO. 3, sand and cement is to be mixed thoroughly in dry  condition and then the  
SHOOLIN NO. 3 solution is added and mixed thoroughly and quickly  so as to avoid stiffening during 
mixing. For stopping minor leakages and dampness only cement and SHOOLIN NO. 3 solution are 
mixed thoroughly to prepare consistency and applied on the  surface immediately. 
 

DESCRIPTION: 

SHOOLIN NO. 3 is high versatile free flowing colorless concrete additives in liquid form. 
It is used  as quick setting cum accelerating admixture for concrete and plaster. 

USES: 

SHOOLIN NO. 3 is used in underground basement, tunnels, emergency repair and stop huge 
 ingress of water through structures, such as swimming pool, water treatment plant, reservoir etc. 
SHOOLIN NO. 3 is also used for execution of underground waterproofing work which 
restricts  the water ingress for final waterproofing treatment. 
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SHOOLIN NO. 3

Appearance 

TECHNICAL DATA 

Free flow Liquid 

Color Transparent 

Viscosity (B4 CUP) 20±5 sec 

Solids % 42 ± 2 

Dose(depending on site condition ) 1 : 3 or 4 (Accelerator 3 : Cement) 

Compatibility with all cement / 
admixture Good 

Specific Gravity 1.20 ± 0.1 

pH 7 – 9 

Initial Setting Time 2 – 3 min 

Full Setting Time 4 – 6 min 

SHELFLIFE: 

Shelf life is 12 months in unopened container. 

STORAGE: 

Store in a cool, dry place away from sunlight. 

PACKING: 

SHOOLIN NO. 3 is available in 20 kg drum & 200 kg. Barrel. 

WARRANTY 

The information given is based on our knowledge and performance of the material. Every precaution is taken  

in the manufacture of the product and our responsibility is limited to the quality of supplies with no guarantee  

of results in the field, as manufacturer has no control over site conditions or execution of work 


